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Abstract: Nanostructured pure-TiO2 and Cu3%-TiO2 were successfully synthesized via co-precipitation
method. The X-ray diﬀraction (XRD) result proves that the synthesized sample were predominantly in anatase
phase with size in the range of 8∼16 nm, which are in good agreement with the transmission electron microscopy
data. Owing to doping of copper, not only did the thermal stability of the TiO2 decrease, but also a signiﬁcant
decrease in its particle size and a shift of the adsorption edge to a higher wavelength region appear. The activity
of both pure-TiO2 and Cu3%-doped TiO2 was tested to study their ability to decolorize congo red (CR) dye in
aqueous solution. We observed that the CR dye was decolorized faster by Cu3%-TiO2 than pure-TiO2. Results
of this study demonstrate a potential application of the synthesized sample for decolorizing dye pollutants from
aqueous waste.
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Introduction
In 1972, titanium dioxide (TiO2) was ﬁrstly discov-
ered by Fujishima and Honda as an active photocata-
lyst [1]. Since then, TiO2 has became one of the most
important semiconductor materials in daily life, more-
over, it has been widely used in fuel cell, solar energy
conversion, photocatalysts/catalyst for environmental
remediation processes, white pigment in paints and pa-
per, bone implant material, ultra-violet (UV) absorber
in sunscreen cream and other cosmetic products, and
additive in food products [2-5]. Such wide range of
application is quite reasonable, because TiO2 is an in-
expensive, environmentally friendly material with high
chemical stability, high mechanical strength and photo
activation [6-8]. However, exploring the properties of
TiO2 for improving its eﬃciency is still an emerging
area of research. In this regards, modiﬁcations of in-
strinsic properties of TiO2 by doping with other oxide
semiconductor such as Al2O3 [9], CeO2 [10], CuO [11],
Fe2O3 [12], SnO2 [13], SiO2 [9,14], WO3 [15], ZnO [16]
and ZrO2 [9,14] have long been proposed. Specially,
copper (Cu) was found to be one of the most consid-
erable element among those oxide semiconductors be-
cause of its notable eﬀects on the activity of TiO2. Nu-
merous works on the applications of Cu-TiO2 have been
reported in the areas of solar energy [17], environmental
remediation for chemical contaminants removal [18-24],
and microbial treatment [25,26]. In the area of solar en-
ergy, the presence of Cu element signiﬁcantly extends
the light response of TiO2 into the visible region, which
further enhance the photoelectochemical properties of
the TiO2 [17], and increase the activity of the TiO2 as
catalyst for hydrogen generation [22]. The Cu was also
found to be a promising dopant to increase the prop-
erties of TiO2 for converting carbon dioxide to higher
carbon compounds [18-20] and for generating hydrogen
from water [21]. In the ﬁeld of microbial treatment, the
Cu species can be used as an impurity material to en-
hance the TiO2 activity for the treatment of water con-
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taining harmful biological contaminants [25,26]. Thus,
it is evident that the existence of Cu species at TiO2
matrix plays an important role on the activity, because
Cu could inﬂuence the particle size [20,23], and opti-
cal or electronic properties of TiO2 [17,21], as well as
the number of oxygen or intermediate species on the
surface of the TiO2 [22,27]. Recently, in the area of
environmental remediation for removal of chemical pol-
lutants, materials having nano dimensional structure
are still preferred because of the high surface area well-
correlated to their small size [28-30], which grant them
more adsorption site for better activity [31,32].
Despite the fact that the aims to improve the
TiO2 activity by doping with Cu have been pointedly
achieved, most of those mentioned studies were con-
ducted with light-assisted method. On the other hand,
concerning the environmental remediation process for
organic contaminant removal, a direct catalytic appli-
cation of nanostructured TiO2-based material in the ab-
sence of light assistance is still challenging. Therefore,
in this study nanostructured pure TiO2 and Cu3%-
doped TiO2 were synthesized, characterized and tested
for their activity. The nanostructured samples were
synthesis by co-precipitation method. The morphology
and structure were characterized. The activity of the
synthesized samples was evaluated for direct applica-
tion to decolorize CR dyes, as the model compound, in
aqueous solution through microwave-assisted catalytic
reaction process in absence of the light assistance.
Experiment
Chemicals
All chemicals were purchased from commercially
available sources and were used without further pu-
riﬁcation. The chemicals include Ammonia solution
(NH4OH, Merck, 25%), Cetyltrimethyl Ammonium
Bromide (CTAB, Merck, 98%), Zinc chloride (ZnCl2,
Merck, 98%), Copper nitrate (Cu(NO3)2·3H2O, Merck,
99.5%), Titanium tetrachloride (TiCl4, Merck, 98%),
Congo red dye (Sigma, 97%), and puriﬁed water was
produced from a NanoPure puriﬁcation system (Milli-
pore Corp., 17.5 MΩ·cm).
Synthesis of Nanostructured Pure-TiO2 and Cu-
TiO2
Nanostructured copper-doped titania at 3 wt% level
of copper (denoted as Cu3%-TiO2) was synthesized us-
ing co-precipitation method with the same procedure as
described in our previous study [33], except that copper
was used as the metal dopant and a higher calcination
temperature (500℃) was applied in present study. The
procedure was as follows: A certain amount of copper
precursor was dissolved in CTAB solution (0.2 M) un-
der stirring (600 rpm) for 5 min, giving a mixture sol.-
A. The mixture sol.-A was stored in a refrigerator at
0℃ for further use. Subsequently, a certain amount of
concentrated TiCl4 solution was then slowly dropped
into freezed mixture sol.-A, giving a mixture-solution
B. After that, the mixture sol.-B was precipitated us-
ing NH4OH solution (25%) in 5 ml/min of dropping
rate, under stirring, until the pH value of the solution
reached 10, then placed the solution at 55∼60℃ un-
der stirring for 6 h for aging, giving a mixture sol.-C.
The wet solid precursor in mixture sol.-C was separated
from the solution by centrifugation at 8000 rpm for 10
min. The wet solid precursors were dried at 100℃ for
12 h to produce dry solid precursors. The dry solid pre-
cursor was calcined at 500℃ for 4 h. The pure TiO2
was also synthesized using the same procedure without
addition of copper precursor.
Characterization
The thermal curves of thermo gravimetric analyzer
(TGA) were obtained from freshly dried solid precur-
sor using a TGA 2050 thermal gravimetry with tem-
perature limit from 20∼900℃ in air ﬂow. All X-ray
diﬀraction (XRD) patterns of the synthesized sam-
ples were recorded on a Rigaku X-ray at 40 kV and
100 mA with CuKα as the radiation source. The 2θ
was scanned in the range from 25◦ to 70◦ at a speed
of 1.2◦/min. The average crystallite size of the syn-
thesized samples was calculated from the full-width
at half-maximum (FWHM) using Scherrer’s formula
[34]. The ultraviolet visible diﬀuse reﬂectance (UV-
Vis DR) spectra were recorded on a Shimadzu UV2450
spectrophotometer equipped with an integrated sphere.
The reﬂectance spectra of the sample were analyzed
under ambient condition in the wavelength range of
300∼700 nm. The measured reﬂectance spectra were
transformed into Kubelka-Munk (F (R)) function using
(F (R)) = (1−R)2/2R, where R is the reﬂectance value
of the sample. The Fourier Transform Infrared Spec-
troscopy (FTIR) spectra of the synthesized samples in
potassium bromide (KBr) media were recorded on a
Shimadzu IR Prestige DSR-8000 spectrometer in the
range from 500 cm−1 to 4000 cm−1 at a scanning rate
of 4 cm−1/min. The surface morphology images and
energy dispersive X-ray (EDX) of the synthesized sam-
ples was observed from a Tecnai G2 F20 tansmission
electron microscopy (TEM) at an accelerating voltage
200 kV. The TEM samples were prepared by ﬁrstly dis-
persed in ethanol and then deposited onto a 300 mesh
copper grid after sonication.
Activity Testing
The synthesized samples were tested for their activ-
ity of decolorizing the congo red (CR) dye in an aque-
ous solution under microwave irradiation. The catalytic
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experiments were carried out using a thermostatic mi-
crowave apparatus (Milestone Microwave Laboratory
System, MLS 1200). The experimental conditions were
as follows: 10 ml of CR solution with known initial con-
centration (10 ppm) and a certain amount of the syn-
thesized samples were transferred into a teﬂon vessel,
which was put into the microwave apparatus to start
the catalytic experiment. The treated CR solution was
then centrifuged at 2200 rpm for 5 min to separate the
solution from the particles of the synthesized sample.
The absorption of the CR in treated solution was mea-
sured using a Shimadzu 3501 UV-Vis spectrophotomer
at maximum wavelength of 498 nm. The concentration
of the CR in the remaining treated solution was cal-
culated from their calibration curve. The calibration
curve (A=0.0679C+0.0262) with R2=0.9969, obtained
from the maximal absorbancies of a series of CR solu-
tion (0-15 mg/l), abided by Lambert-Beer’s law, was
used to determine the CR concentration in the treated
solution. The catalytic decolorization percentages of
CR (%, Decolorization) is expressed as follows:
%Decolorization = (C0 − Ct)/C0 × 100
where Co (mg/l) and Ct (mg/l) are the CR initial con-
centration and concentration after time t (min), respec-
tively.
Results and discussion
The TGA thermogram of the synthesized samples
are presented in Fig. 1. For TGA thermogram of pure
TiO2 samples, it can be seen that the ﬁrst broad TGA
exotherm peak at about 25∼220℃ is attributed to the
lost of residual organic solvent and physisorbed water.
These ﬁrst two peaks occur concurrently with a mass
loss of 11%. The second broad TGA exotherm peak in
the range of 220∼550℃ indicates decomposition of hy-
droxyl groups and organic molecules chemically bonded
to the surface of TiO2 sample, giving a further mass
loss of 9%. In addition, a broad exotherm TGA in the
range of 550∼900℃ is obviously observed with a mass
loss of 3%. After that, there is no mass loss for the
TiO2 sample and it may be assumed that TiO2 amor-
phous phase has changed to TiO2 crystalline phase.
The total mass loss for the pure TiO2 sample heated to
900℃ was about 23%. Similarly, the trend is found for
Cu3%-TiO2 sample as shown in Fig. 1. Lost of residual
organic solvent and physisorbed water from the Cu3%-
TiO2 sample corresponds to TGA exotherm peak in
the range of 50∼260℃, resulting a mass loss of 11%.
A TGA exotherm peak is also observed in the range
of 260∼540℃ which occur concurrently with a TGA
mass loss of 20%, ascribing to the decomposition of hy-
droxyl groups and organic molecules. The formation
of crystalline phase of Cu3%-TiO2 sample is indicated
by no TGA exotherm peak in the temperature range of
540∼900℃. From the TGA thermogram properties, it
may be concluded that the presence of copper in TiO2
matrix has obviously inﬂuenced the thermal property
of the TiO2. One can notice that, the pure TiO2 was
more stable upon heating with smaller mass loss com-
pared to Cu3%-TiO2, giving the following order: pure
TiO2 (23% mass loss) >Cu3%-TiO2 (35% mass loss).
In other words, the thermal stability of TiO2 has sig-
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Fig. 1 TGA thermograms of the synthesized samples.
Figure 2 presents the XRD pattern of the synthesized
samples.The well-deﬁned diﬀraction peaks with 2θ are
at about 25◦, 38◦, 48◦, 54◦, 55◦, 63◦, and 69◦, which are
assigned to the (101), (004), (200), (105), (211), (204)
and (116) crystal plane, respectively. This XRD charac-
teristic pattern is consistent with the standard JCPDS
values of anatase TiO2 (JCPDS Card No. 21-1272) [35-
37]. No peaks for copper can be observed, which indi-
cates the metal content added during the synthesis pro-
cess was too low or the metal has been well-dispersed
at TiO2 matrix in the form of small cluster. The aver-
age crystallite size of the nanocomposite samples were
calculated from the FWHM of anatase (101) reﬂection
plane (Fig. 2(b)) using Scherrer’s formula [38],
D = kλ/β cos θ
where D is the crystallite size, k is a constant (=0.9,
assuming that the particles are spherical), λ is the wave-
length of the X-ray diﬀraction. β is the FWHM and θ
is the angle of diﬀraction. From the calculated crystal-
lite size, it was found that the synthesized samples had
small crystallite size with an average size of 15 nm and
9 nm for the pure TiO2 and Cu3%-TiO2, respectively.
From this point, it can be noticed that the addition
of copper decreased the crystallite size of the TiO2 to
some extent. Decrease in the particle size of TiO2 might
be ascribed to a broadening eﬀect due to incorporation
of the metal oxides into TiO2 matrix [39], as can be
seen by comparing the (101) reﬂection plane of pure
TiO2 with Cu3%-TiO2 (Fig. 2(a)). Lowering the inten-
sity and broadening the width of the (101) reﬂection
28
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plane led to a decrease in the calculated crystallite size
correspondingly. Moreover, the (101) reﬂection plane
of the Cu3%-TiO2 samples shifted to higher diﬀraction
angle relative to pure TiO2 (Fig. 2 (b)), implying an in-
corporation eﬀect of copper at the TiO2 lattice as Ti
4+
position may be substituted by copper due to the simi-








































Fig. 2 XRD patterns of (a) the synthesized samples; (b)
the (101) reﬂection plane of pure TiO2 and Cu3%-TiO2.
Figure 3 shows the UV-Vis DR spectra of the pure
TiO2 and Cu3%-TiO2 samples. As can be observed
from the spectra, a strong absorption peaks at around
350 nm is ascribed to the TiO2 system, which decreases
after Cu loading. A new strong absorption band be-
tween 350∼500 nm might be assigned to the presence
of Cu species in the Cu3%-TiO2 sample. In addition,
The Cu-species also induced the formation of impurity
inside the TiO2, resulting in a shift of adsorption edge
to higher wavelength region (red shift), which is char-
acteristic for the TiO2-system after metal doping.
The FTIR spectra of the synthesized samples were
obtained in the scanning range of 500∼4000 cm−1. As
shown in Fig. 4, the spectra of pure TiO2 before cal-
cination clearly shows the bands (between 3500 and
3150 cm−1), which correspond to H-bounded hydroxyl
groups. It also shows signiﬁcant peaks at about 2920
and 2850 cm−1, which can be assigned to the C-H sym-
metrical and C-H asymmetrical stretching vibration
from the remaining organic-moiety [41], these peaks
would disappear from the surface of all synthesized sam-
ples after heating treatment. The bending vibration
mode of O-H is marked by peak at about 1628 cm−1
for all samples except for Cu3%-TiO2 [14]. A clear peak
at about 1456 cm−1 can be ascribed as a bending vi-
bration mode of the N-H band from the CTAB [14].
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Fig. 4 The FTIR spectra of the synthesized samples.
TEM was used to further examine the particle size,
crystallinity and morphology of the synthesized samples
as shown in Fig. 5. From this ﬁgure, it can be seen that
all synthesized samples display similar cluster morphol-
ogy with estimated average size of the primary particles
in the range of 8∼16 nm, which is in good agreement
with the value determined by XRD data. It was also
observed that all synthesized samples were present in
pure anatase phase, which is indicated by no shuttle-
like morphology for rutile phase. The lattice fringes,
as shown in inset of Fig. 5, indicated that the particles
are in good crystalline nature. The EDX result demon-
strates the present of C, O, and Ti element in the pure
TiO2 sample (Fig. 6(a)), except for Cu which is also
present in Cu3%-TiO2 sample (Fig. 6(b)).
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Fig. 5 The high resolution TEM images of (a) pure TiO2;



































Fig. 6 The EDX spectra of (a) pure TiO2; (b) Cu3%-TiO2.
The performance of the synthesized samples were
tested for microwave-assisted catalytic decolorization
of CR synthetic dye in aqueous solution. Figure 7
shows both the absorption spectra of CR as a func-
tion of time during the catalytic decolorization process
with pure TiO2 and Cu3%-TiO2. Obviously, the ab-
sorbance intensity of CR that were obtained over pure
TiO2 (Fig. 7(a)) slowly decreased with passage of time.
In contrast, the absorbance intensity of the CR over
Cu3%-TiO2 (Fig. 7(b)) rapidly decreased and the ab-
sorption band disappeared after the ﬁrst minute. The
absorbance curve indicates that the CR dye was decol-
orized slower over pure TiO2 than that of Cu3%-TiO2.
Inset of Fig. 7 represents the change in color of the dye
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Fig. 7 UV-vis spectra proﬁles of CR dye during the
microwave-assisted catalytic decolorization over (a) pure
TiO2 sample; (b) Cu3%-TiO2 (conditions: intial CR con-
centration = 10 ppm, catalyst dosage = 2.5 g/l, microwave
power 300 W).
Figure 8 shows a curve of percent decolorization of
the CR during the microwave-assisted catalytic process
over pure TiO2 and Cu3%-TiO2. As can be seen in the
curve, 53% of CR dye was decolorized by the pure TiO2
in the ﬁrst minute. Furthermore, the decolorization
process gradually increases as time prolongs. The CR
dye was almost decolorized completely after an interval
of 6 min with a maximum decolorization percentage of
97%. In case of decolorization of CR dye over Cu3%-
TiO2, the CR dye was decolorized rapidly. It took
30
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only 1 min to decolorize 90% of the CR dye. Further-
more, the decolorization process was completed in 2 min
where almost 100% of CR disappeared. Considering the
decolorization eﬃciency of pure TiO2 and Cu3%-TiO2
after being microwave-assisted catalysis for 2 min, it is
evident that the Cu3%-TiO2 showed a greater of de-
colorization ability than that of pure TiO2. This may
be due to the Cu3%-TiO2 sample which has smaller
particle size compared to that of pure TiO2. As the
smaller the crystallite size, the larger the surface area,
which further enables the synthesized sample to have
more adsorption site and, an increased surface contact
of CR-catalyst which, further promote the fast decol-
orization process under microwave irradiation. How-
ever, more detailed study to understand the perfor-
mance and mechanism of catalytic process over pure


























Fig. 8 Percent decolorization of CR as a function of time
(min) (conditions: initial CR concentration = 10 ppm, cat-
alyst dosage = 2.5 g/l, microwave power 300 W).
Conclusion
Nanostructured pure-TiO2 and Cu-doped TiO2 have
been synthesized by using co-precipitation method.
The presence of the copper dopant at TiO2 matrix not
only inﬂuenced the thermal stability of the TiO2 but
also decreased the particle size of the TiO2. The cat-
alytic activity of Cu3%-TiO2 was higher than that of
pure TiO2. It can be assumed that the smaller parti-
cle size of Cu3%-TiO2 may play an important role for
its high activity. The smaller crystallite size which will
cause the larger surface area results in the rapid decol-
orization process over the nanostructured Cu3%-TiO2.
However, more detailed study to understand the activ-
ity performance of the synthesized sample is essential.
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